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MULTIFITE

Solar Portable power system

MUL-XT10W

: LED power:0.9 W

: battery: 6 v3. 5 ah

: material: ABS

: LED lamp: 2 sets / E14 LED lamp bead

: the sun panel: 9 v/3 w

: phone line: 4 pcs

: color box size: 240 mm * 110 mm *170 mm / 1 PCS

: the outer packing size:12 PCS
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: net weight: 1626 g, gross weight: 19 kg, box weight: 21 kg

MUL XT009

: LED power: 0.85 W

: battery: 6 v3. 5 ah

: material: ABS

: LED lamp: 3 sets / 14 LED lamp bead

: the sun panel: 9v/4 w
: phone line: 10 pcs

. \ - hantll W
: color box size: 300 mm * 205 mm * 75 mm/ 1 PCS “a*
: the outer packing size: 490 mm * 350 mm * 470 mm / 12 PCS ‘\‘ e i X"

: net weight: 1626 g, gross weight: 19.5 kg, box weight: 21.5 kg
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MUL STO01A

1. LED Power: f5 lamp beads, 35
2. Battery: 4V / 3000MA

3. Material: Plastic ABS transparent to the PC. The two tranches switch, AC
charging port, charging the phone

4. free to adjust the brightness can be inverted upside down
S.product size: 150 * 150 * 305mm/1pcs

6. the packaging size: 460 * 460 * 620mm/18pcs

7.20 foot container: 3500, with 46foot: 7500

8. net weight: 840g Box weight: 17kg

Solar lanterns

MUL STO02A
1. solar panel: 1.3W
2. LED power: 1W LED: 1PCS

3. Battery: 4V / 4000MA
4. material: plastic ABS / transparent PC two tranches switch, AC charging port,

cell phone charging 5. product size: 175mm *140mm * 155nipés
6. packing size: 535mm * 450mm * 325mm/18pcs (with board): 130 * 140
7. 20 foot container: 5500, 40-foot regulation:. 11800
8. net weight: 870g, GW: 1300g Box weight: 24.4kg

MUL STO03F({with cell charger

. Solar panel: 0.7 W

. LED power: 4 LED, 2 w

. Battery: 4 v 3500 ma

. Material: plastic ABS/transparent PC

. Product size: 150 * 150 * 230 mm/ 1 PCS

. The outer packing size: 320 * 470 * 490 mm / 12 PCS
. 20 feet ark: 4600 PCS, 40 feet ark: 10000 PCS

. Big box net: 12.9 Kg, gross weight: 14.2 Kg

. Carry a cell phone charger
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MUL-STO06A

1. LED power: 0.75 W
2. battery: 4 v0. 85 ah

3. material: ABS/PS with USB charging line

4. color box size: 220 * 120 * 110 mm

5. outer packing size: 620 * 450 * 450 mm / 40 PCS

6. 20 foot container: 7800, 40 feet ark: 16500

7. product weight: 280 g, packing weight: 420 g, box heavy: 18.5 kg




MULTIFITH

Model MULTY-208 MULTY-212 MULTY-215 Model MULTY-220 MULTY-225 MULTY-230 MULTY-240
Specification Speification
. Light source 20W LED 25W LED 30W LED 40W LED
Light source 8W LED 12W LED 15W LED
Solar panel 45W 60W
Solar panel 15W 18W 25W 50Wr ) 60W )
Human body YES YES YES YES
Battery 6000mAH 6000mAH 10000mAH ) )
Dimension 1300X325X43mm 1300X325X43m 1300X325X43m 1300X325X43m
nsin
Human body No No No — .g o = =
s Net weight 13KG 17KG 18KG 20KG
. . Light efficiency
Dimension 515*%320*52mm 515*320*52mm 700*420*140mm
Luminou  Full load 2200Im 2750lm 3300Im 44001lm
c Net weight 5.5KgKG 6.5KGgKG IKGGKG s working c
[ Light efficiency Less .
: Flux load 660Im 800Im 1000Im 1320Im
Luminous Full load 880Im 1320Im 1650Im working
working Visual angle 120° 120° 120° 120°
! Flux Less load 440lm 400lm 550Im =
working Color temperature 03000k-3500 03000k-3500k 03000k-3500k 03000k-3500k
m 06000k-6500 06000k-6500k 06000k-6500k 06000k-6500k m
Visual angle 120 120 120 Full >10kHr >10Hr >10Hr >10Hr
! I Color temperature 03000k-3500k 03000k-3500k 03000k-3500k Work power ~20Hr >20Hr ~20Hr >20Hr ”
. Savi - - - -
ﬂ 06000k-6500k 06000k-6500k 06000k-6500k time e H
Full power >10Hr >10Hr >10Hr .
) Ambient temperature
Work time Saving >20Hr >20Hr >20Hr Work
or
m mode charging:0°C ~ +60°C discharging : -20°C ~+60°C storage : 0°C ~ m
temperature
” Ambient temperature install ”
+45°C
ok : : : Install high
[ . w charging:0°C ~+60°C  discharging : -20°C ~+60°C  storage : 0°C ~ g 4~6m [ |
emperature '
. o install | 450 Light spare 10 ~20m .
m. Install high m
4~6m
Light spare
- s 0-20m =
H Our integrated solar street light which integrates the green-energy parts solar H

panel, LED lamp and the Li-Fe battery into a single product, is with human
intelligence induction system to gain the solution of low-energy, long-time,

high-luminance and free maintenance. And the same time, it’s convenient in the
shipment and installation.
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MULTIFITE

Solar street light

Solar Module

Pole Height(M)  Light fitting  Light Source Solar panel charge controller Battery Battery tank  Cable( M) Perfo rmance

3 LED 15W 12V 35W 12V 10A 12V 65Ah 1 8 High efficiency. Solar cells with high transmission and textured glass deliver a module efficiency
35 LED 15W 12V 40W 12V 10A 12V 80A 1 8 of up to 16.5%.minimizing installation costs and maximizing the KWH output of your system per
5 LED 20W 12V 50W 12V 10A 12V 100Ah 1 10 unit area

6 LED 28W 12V 60W 12V I5A 12V 80Ah*2 1 12 Tight positive power tolerance of OW to +5W ensures you receive modules at or above nameplate
U LIEDY 2oy L2y 2 Lo 12V/80Ah*2 ! 12 power and contributes to minimizing module mismatch losses leading to improved system yield

g LED 36W AZE A2 12VI5A ALY ! 15 Top ranking in the TUV rheinland energy yield test and the PHOTON test demonstrates high
9 LED 70W 12V 60W*2 12V 20A 12V 120Ah*2 1 15

performance and annual energy production
Reliability

Tests by independent laboratories prove that Vmaxpower Solar modules:\

10 LED 84W 12V 65W*2 24V 15A 12V 150Ah*2 1 20
11 LED 98W 12V 90W*2 24V 15A 12V 200Ah*2 1 20
12V 90W*2 20

24V 15A 12V 200Ah*2

Full conform to certification and regulatory standards

With stand wind loads of up to 2.4KPa and snow loads of up to 5.4Kpa.confirming mechanical
stability

Successfully endure ammonia and slat-mist exposure at the highest severity level.ensuring their
performance in adverse conditions

Junction box and bypass diodes guarantee the modules free of overheating and Hot spot effect
Manufacturing facility certified by TUV Rheinland to ISO9001:2008

ISO14001:2004 and BS OHSAS 18001:2007

The Features of the solar cell

Homogeneours acid or caustic soda

Enhanced blu-ray spectral response

Silicon nitride antireflection coating

The Highest standards of the positive silver electrode

Silver aluminum negative electrode

Aluminum back surface field

Warranties

10-Year limited product warranty

Limited power warranty:10 years at 91.5% of the minimal rated power output

IINPON JeJOS

25 years at 81% of the minimal rated power output

In compliance with our warranty terms and conditions

Qualifications and Certificates
IEC61215.IEC61730.MCS.CE.ISO9001:2008.1SO14001:2004.BS OHSAS180012007.SA8000PV
CYCLE

JYSI] 19934)S JejoS
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20W Solar Light in Park
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Model Power Voc'V Vmp V e A Imp A Size(mm) 140W 223 18.3 8.46 7.65 1488*676*35
AU e A L0 el 0] 02 1002 oule MUL-5M-140M-54 140W 33.1 27.1 5.67 5.17 1200*808*35
MUILEAE =it Lo S L e oIS MUL-6M-150P-48 150W 29.2 231 7.61 6.53 132699040
BAIOLW il L S L L 2 MUL-5M-150M-60 150W 36.1 312 57 4.81 1330*808*35
MUL-6M-5P-36 5W 2157 17.28 0.32 0.29 310¥190*18 e — - - - - T ——
SO LA O =il L Al Lol ) L MUL-6M-170P-48 170W 29.4 234 7.89 7.28 1326*990*40
m MUL-6M-8P-36 8W 2152 17.27 0.53 0.463 360%310*18 T —— u—" T —— - e T —— m
SOl P =510 & 21 e =2 S Sl i MUL-6M-180P-48 180W 295 235 7.95 7.66 1326*990*40
° MUL-6M-10P-36 10W 2158 17.42 0.64 0.574 360%310*18 P —— F— P —— = - e ——— c
L LI sy L BES E e =EERE N MUL-6M-190P-54 190W 332 26.22 7.84 7.25 1488+990*40
| MUL-6M-15P-36 15W 2163 17.44 0.96 0.861 340%400%18 VU e — - P— - . e —— I
” LSl e = e DAL EI e =i MUL-6M-200P-54 200W 336 26.26 8.11 7.63 148899040 m
MUL-6M-20P-36 20W 2145 17.25 133 1.16 540%364*25 B —— p— - - i - e ———
* MUL-5M-20M-36 20W 2153 17.33 129 1.154 340%540%25 U p— - - — ) e —— H
ML o 2L Ll Lo L oo MUL-6M-220P-54 220W 34.2 26.48 8.67 8.33 1488*990*40
MUL-5M-30M-36 30W 2121 17.19 1.93 175 540%440%25 UL P P P -~ e e e
g MIULL-cl el <0 Zlo Ll 6o e Sl MUL-6M-220M-60 220W 36.42 29.76 8.35 7.39 165099040 g
MUL-5M-40M-36 40W 2151 17.33 2.58 231 630%540%30 T ——— J— o e - e e ——
Q MIULL- it ol Sl MUL-6M-230P-60 230W 37.17 29.32 8.31 7.84 165099040 c
SN SARAPIE G oW Sl MUL-6M-230M-60 230W 36.93 30.16 8.44 7.63 1650*990*40
= LIULL-cl el S Zla Lol e o EEERTiRS MUL-5M-230M-96 230W 59.11 488 5.06 472 1580%1062*45 =
LSl 5 Sy L D e 2 I MUL-6M-240P-60 240W 37.51 29.72 8.48 8.08 165099040
: MUL-6M-60P-36 60W 2115 17.51 421 343 770%676*35 UL P - — - o e —— =
SHULSW Bl Sy L A i e I MUL-5M-240M-96 240W 59.81 495 5.18 4.85 1580*1062*45
— MLl o BT MUL-6M-250M-60 250W 37.92 30.96 8.62 8.08 165099040 L
m WL G0 Gt o6 S I 250W 60.33 50.1 5.32 4.99 1580*1062*45 m
MUL-6M-70P-36 70W 2141 17.22 45 4.07 770%676*35 B p—— JE— A P - - BT BT
SN SIAE FOLAE G 70w 21.8 i il 4.03 1200%540*35 MUL-5M-260M-96 260W 60.75 50.8 5.44 5.12 1580*1062*45
SIUILAGLEE S 22 e oL e s MUL-6M-260M-72 260W 44.40 35.01 8.04 7.43 1950%990*50
e 80w 2L 17.6 4.9 4.55 1200%540%35 MUL-6M-270P-72 270W 45.16 35.29 8.47 7.65 1950%990*50
MIULL-clitb Ui 2 i gt et = Ll et oo MUL-6M-270M-72 270W 44.61 35.07 8.14 7.71 1950*990*50
SN AP POIAE G NOW e 18 3.36 2 1200%340%35 MUL-6M-280P-72 280W 45.33 35.59 8.56 7.87 1950*990*50
UL R LL 2l Loe S oo e MUL-6M-280M-72 280W 44.83 35.20 8.33 7.95 1950*990*50
MUL-SM-105M-40 105w 13307540735 MUL-6M-290P-72 290W 455 35.89 8.64 8.08 1950*990*50
LLULSI EL L B L e D S =l LBETERIRS MUL-6M-290M-72 290W 45.01 35.25 8.47 8.22 1950*990*50
MUL-6M-120P-36 120W 216 172 7.73 6.98 1488*676*35 P pe——— — e — - - e —
UL B 20N A 252 e S LD LT MUL-6M-310M-72 310W 45.41 35.31 8.72 8.78 1950*990*50
MUL-6M-130P-36 130W 219 17.6 8.12 7.39 1488*676*35

MUL-5M-130M-54 130W 32.6 263 5.51 4.95 1200*808*35
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MULTIFITH

Seal Lead Acid Battery maintenance free type

Multifit Deep Cycle series batteries are designed to have a large amount of stored current
discharged between charging sessions, with very heavy non-porous battery plates to withstand
repeated major discharging and charging cycle(deep cycle). It had Gel and AGM(Absorbent Glass
Mat) technology and for general application purpose.The Deep-cycle battery uses a different
chemistry for the plates active paste material, and a slightly stronger electrolyte than normal
battery electrolyte, whick allows for a much longer life in deep cycle applications.

Product Standards

» Compliant with international standards JIS C8702, BS6290-4 & IEC60896-21/22
* Classified as long life according to the Eurobat Guide/HF

* Able to be shipped as non-hazardous cargo

* The production facilities are certificated to ISO9001 & ISO14001

General Features

* Environmentally friendly

* High Reliability and Good Quality /£
* Deep Discharge Recovery [ |
* High Power Density

* Long Service Life, in Float-or Cyclic
* International Standard, JIS and DIN

Applications | g
* Solar Power Systems

* Wind Power system
* Power Station

* Wheelchair

* Golf Cart

* Marine Equipment

» Power Station Vel sou e Rogulatng

* Railway Systems a &% e id Bty
¢ Telecom Systems i ﬂiﬁﬂ;m
* Cable TV Systems L “‘-MA:’

* Emergency Power System/UPS system

Battery Construction

Component  Positive Negative Container cover Safety Teminal Separator Electrolyte
plate plate value

Raw Lead Lead ABS ABS  Rubber Copper  Fiberglass  Sulfuric

Material dioxide acid

12V battery

2V battery

type

12V7C
12v12C
12V17A
12V18AH
12V22AH
12V24A
12V33A
12V38A
12V38C
12V40AH
12V55AH
12V65A
12V6s5C
12V75A
12V80AH
12V90A
12V100MA
12V100MC
12V120C
12V150A
12Vv200C
2V200C
2V300C
2V360C
2V400C
2V420C
2Vs500C
2V600C
2V800C
2V1000C
2V1500C
2V2000C
2V3000A

Specification and battery List

Dimensions(mm)
Length Width Hight Total Hight
151 65 95 100
151 99 95 100
182 76 167 167
182 76 167 167
182 77 167 167
175 166 125 125
196 130 163 179
197 165 170 170
197 165 170 170
197 165 170 170
228 138 211 231
350 166 174 174
350 166 174 174
259 169 208 231
259 169 208 231
307 169 211 231
329 174 217 222
329 174 217 222
408 172 221 227
482 170 240 240
522 240 218 246
106 170 330 345
150 170 330 345
174 171 330 345
196 171 330 345
196 171 330 345
241 171 330 345
286 171 330 345
383 171 330 345
471 171 330 345
476 337 330 345
476 337 330 345
696 340 330 345

Weight(Kg)

2.4
4.0
6.3
5.7
6.7
9.0
11.3
14.0
13.1
14.0
17.4
22.5
21.7
24.5
24.5
28.8
334
32.7
355
47.5
65.3
13.2
18.6
222
24.5
24.5
312
37.5
48.8
62.0
101.0
120.0
210.0

Performance

7ah(20hr rate)
12ah(20hr rate)
17ah(20hr rate)
18ah(20hr rate)
22ah(20hr rate)
24ah(20hr rate)
33ah(20hr rate)
38ah(20hr rate)
38ah(20hr rate)
40ah(20hr rate)
55ah(20hr rate)
65ah(20hr rate)
65ah(20hr rate)
75ah(20hr rate)
80ah(20hr rate)
90ah(20hr rate)
100ah(20hr rate)
100ah(20hr rate)
120ah(20hr rate)
150ah(20hr rate)
200ah(20hr rate)
200ah(10hr rate)
300ah(10hr rate)
360ah(10hr rate)
400ah(10hr rate)
420ah(10hr rate)
500ah(10hr rate)
600ah(10hr rate)
800ah(10hr rate)
1000ah(10hr rate)
1500ah(10hr rate)
2000ah(10hr rate)
3000ah(10hr rate)
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Solar Project




